LASER

Pige de blocage du vilebrequin - Ford 2.2/3.2 TDCi

Designed to lock the crankshaft via the flywheen in its "timed" position when replacing the camshaft
drive chain or for checking the engine timing.

Additional Information

» Applications: Ford Transit (2011-2014) et Ranger (2011-2017) propulsion 2.2 & 3.2 (SAFA) TDCI
+ Code moteurs: CVRA, CVRB, CYRA, CURB, DRRA, DRRB, USRA, USRB, SAFA

» Equivalent au code constructeur 303-1562

» Fabriqué a Sheffield.

» A utiliser avec I'outil de maintien de la poulie de vilebrequin - Ref Laser 5127

http://lasertools.co.uk/product/6927

T T o o L Distributed by The Tool Connection Ltd.
°® Kineton Road | Southam | Warwickshire | CV47 ODR

CONNECTION T +44 (0) 1926 815 000 F | +44 (0) 1926 815 888 LASER @a Gunson’ on

E | info@toolconnection.co.uk www.toolconnection.co.uk




T T o o L Distributed by The Tool Connection Ltd. /.
Kineton Road | Southam | Warwickshire | CV47 ODR LASER © 3
o CONNECTION T|+44 (0) 1926 815 000 F | +44 (0) 1926 815 888 amasa’ Gunson onnect
E | info@toolconnection.co.uk www.toolconnection.co.uk




