LASER

Druckluft-Stichsage

Gear driven with patented reciprocating crank mechanism designed for consistent cutting applications
and reduced stalling.

Additional Information
Langere Lebensdauer der Klinge dank zwei Geschwindigkeiten. Im Hochgeschwindigkeitsmodus kann das Werkzeug schneller
schneiden.

Geringe Vibrationen verringern die Ermidung des Benutzers. Sicherheitsausldser, der eine versehentliche Aktivierung verhindert.
Zahnrader mit patentiertem Hubkurbelmechanismus sorgen fiir weniger haufiges Steckenbleiben.
Ergonomisches Vordergehause aus hochwertiger Aluminiumlegierung fir optimale Festigkeit.

Hinterer Auslass mit geringer Gerauschentwicklung. Motor mit 0,5 PS und 5000 Hiiben pro Minute. 1/4"-Lufteinlassgewinde, Schlauch
mindestens 3/8". Nimmt Standardsageblatter fur Druckluftsdgen und 150-mm-Stichsageblatter auf.

http://lasertools.co.uk/product/7625

T T o o L Distributed by The Tool Connection Ltd.
°® Kineton Road | Southam | Warwickshire | CV47 ODR

CONNECTION T +44 (0) 1926 815 000 F | +44 (0) 1926 815 888 LASER @a Gunson onb

E | info@toolconnection.co.uk www.toolconnection.co.uk \




s -
e e
s s e

www.lasertools.co.uk

T T o o L Distributed by The Tool Connection Ltd. /- T
Kineton Road | Southam | Warwickshire | CV47 ODR LASER o o ° 4 POWE
o T | +44 (0) 1926 815 000 F | +44 (0) 1926 815 888 amasa’ Gunson onnect

C O N N E C I IO N E | info@toolconnection.co.uk www.toolconnection.co.uk




